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NEW MONOLITHIC
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* This dimension shall be
250 (10) minimum when
the barrier is confined
by earth.
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NEW OR EXISTING

BIT./PCC BASE

WITH OVERLAY CONFINEMENT
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No. 19 (No. 6) -
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EXISTING PCC BASE

WITH LONGITUDINAL JOINT

NEW OR EXISTING

ANCHORING METHODS

PCC BASE

bond breaker

GENERAL NOTES

The Variable End Section shall be used
when there is a difference in elevation
between the two sides of the barrier.

When electrical conduits are involved, they
shall be located either in the barrier base
or in the earth below.

Al dimensions are in milimeters (inches)
unless otherwise shown.
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PLAN AT LIGHTING FOUNDATION

Barrier
base
¢
225 | 225 50
@ T ® @

EXPANSION JOINT

1065 * 13
42 * Yy

—_ % —_

225
(9)

Smooth header

/drTHed for bars

32x450 (1'/4x18)

/ Dowel bars

CONSTRUCTION JOINT
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See lighting plans for
electrical and foundation
details not shown.

ELEVATION AT LIGHTING FOUNDATION
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Al dimensions are in milimeters (inches)

unless otherwise shown.

1065 mm (42 in.)

CONCRETE BARRIER,
DOUBLE FACE,
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